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INTRODUCTION

G E N E R A L  S P E C I F I C A T I O N S

Material
All material up to .106 is Music. Wire over .106 is  
Oil Tempered. Stainless steel springs are available  
up to .135” wire. When stainless steel is used the  
value for Rate (R) and Load (P) must be corrected  
by multiplying by 0.833.

Finish
ALL parts are plain finish. Zinc plate is available for  
an extra charge.

Direction of Wind
Right Hand

Ends
Compression Springs - Ends squared and 
ground (Tolerance 3°) 

Extension Springs - Full loops with/without opening.

Tolerances
Tolerances are held closely to various sizes according  
to outside diameter and free length.

Liability
Having no control over the use of the products in this 
catalog, all implied warranties of any type (including 
without limitation merchantability or of fitness for a 
particular purpose) are hereby disclaimed and excluded. 
In no event shall Diamond Wire Spring Company be 
liable for incidental or consequential damages or for 
loss of profits. Remedies are expressly limited to refund 
or replacement. Furthermore, all sales are subject to 
Diamond Wire Spring Company’s standard Conditions  
of Sale, including without limitations, all disclaimers  
and exclusions of warranties, all limitations of damages 
and the limitation of remedies to refund or replacement.

N O T E S

Spring rates, maximum loads and initial tension shown in catalog are for Music Wire and Oil Tempered Wire.

COMPRESSION SPRINGS – To find the load at any working length, when free length and rate are given, use 
the formula P= RxF. Where P is load in Lbs.; R is the rate in Lbs. per Inch; F is the deflection from free length.  
EXAMPLE: (DWC-020A-5) Given a free length of .625 and rate of 16.2 Pounds per inch, find the load at ½”  
working length. P=16.2 x .125 – 2.0 Lbs.

EXTENSION SPRING (refer to General Information. Page 120)

DIE SPRING (refer to General Information. Page 142)

www.stainlesssteel.com.mk
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Please inquire if you need a size not listed above.

DIAMOND WIRE 
SPRING STOCK NO.

OUTSIDE 
DIAMETER

TO WORK IN 
HOLE DIA.

TO WORK 
OVER ROD 

DIA.

WIRE  
DIAMETER

APPROX. 
LOAD AT 
SOLID HT.

FREE    
LENGTH

SOLID HT.
TOTAL  

DEFLECTION
SPRING    

RATE
PRICE    

GROUP

IN. IN. IN. IN. LB. IN. IN. IN. LB./IN.

DWM-1 0.250 0.095 0.155 0.330 U
DWM-2 0.281 0.107 0.174 0.290 U
DWM-3 0.313 0.117 0.196 0.264 U
DWM-4 0.344 0.129 0.215 0.238 U
DWM-5 0.375 0.141 0.234 0.216 U
DWM-6 0.406 0.150 0.256 0.202 U
DWM-7 0.025 0.031 0.016 0.003 0.051 0.438 0.162 0.276 0.186 U
DWM-8 0.469 0.174 0.295 0.173 U
DWM-9 0.500 0.183 0.317 0.164 U

DWM-10 0.531 0.195 0.336 0.153 U
DWM-11 0.563 0.207 0.356 0.000 U
DWM-12 0.594 0.216 0.378 0.138 U
DWM-13 0.625 0.228 0.397 0.130 U

DWM-14 0.250 0.051 0.199 0.176 U
DWM-15 0.281 0.057 0.224 0.154 U
DWM-16 0.313 0.063 0.250 0.137 U
DWM-17 0.344 0.069 0.275 0.123 U
DWM-18 0.375 0.072 0.303 0.117 U
DWM-19 0.406 0.078 0.328 0.107 U
DWM-20 0.0375 0.047 0.023 0.003 0.035 0.438 0.084 0.354 0.099 U
DWM-21 0.469 0.090 0.379 0.091 U
DWM-22 0.500 0.096 0.404 0.085 U
DWM-23 0.531 0.099 0.432 0.082 U
DWM-24 0.563 0.105 0.458 0.077 U
DWM-25 0.594 0.111 0.483 0.073 U
DWM-26 0.625 0.117 0.508 0.068 U

DWM-27 0.250 0.033 0.217 0.122 U
DWM-28 0.281 0.036 0.245 0.108 U
DWM-29 0.313 0.039 0.274 0.098 U
DWM-30 0.344 0.042 0.302 0.089 U
DWM-31 0.375 0.045 0.330 0.081 U
DWM-32 0.406 0.048 0.358 0.075 U
DWM-33 0.05 0.063 0.039 0.003 0.027 0.438 0.051 0.387 0.070 U
DWM-34 0.469 0.054 0.415 0.065 U
DWM-35 0.500 0.057 0.443 0.061 U
DWM-36 0.531 0.060 0.471 0.057 U
DWM-37 0.563 0.065 0.499 0.053 U
DWM-38 0.594 0.068 0.527 0.050 U
DWM-39 0.625 0.071 0.555 0.048 U

DWM-40 0.250 0.175 0.075 3.052 U
DWM-41 0.281 0.198 0.084 2.676 U
DWM-42 0.313 0.220 0.093 2.382 U
DWM-43 0.344 0.240 0.104 2.170 U
DWM-44 0.025 0.031 0.008 0.005 0.223 0.375 0.263 0.113 1.973 U
DWM-45 0.406 0.283 0.124 1.825 U
DWM-46 0.438 0.305 0.133 1.684 U
DWM-47 0.469 0.325 0.144 1.575 U
DWM-48 0.500 0.348 0.153 1.469 U
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PRECISION SPRINGS
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Please inquire if you need a size not listed above.

DIAMOND WIRE  
SPRING STOCK NO.

OUTSIDE 
DIAMETER

TO WORK IN 
HOLE DIA.

TO WORK 
OVER ROD 

DIA.

WIRE  
DIAMETER

APPROX. 
LOAD AT 
SOLID HT.

FREE    
LENGTH

SOLID HT.
TOTAL  

DEFLECTION
SPRING    

RATE
PRICE    

GROUP

IN. IN. IN. IN. LB. IN. IN. IN. LB./IN.

DWM-49

0.025 0.031 0.008 0.005 0.223

0.531 0.370 0.161 1.375 U
DWM-50 0.563 0.390 0.173 1.302 U
DWM-51 0.594 0.410 0.184 1.236 U
DWM-52 0.625 0.433 0.193 1.170 U

DWM-53

0.0375 0.047 0.0023 0.005 0.157

0.250 0.115 0.135 1.138 U
DWM-54 0.281 0.128 0.154 1.011 U
DWM-55 0.313 0.140 0.173 0.910 U
DWM-56 0.344 0.153 0.192 0.828 U
DWM-57 0.375 0.165 0.210 0.759 U
DWM-58 0.406 0.178 0.229 0.700 U
DWM-59 0.438 0.193 0.245 0.641 U
DWM-60 0.469 0.205 0.264 0.599 U
DWM-61 0.500 0.218 0.283 0.562 U
DWM-62 0.531 0.230 0.301 0.529 U
DWM-63 0.563 0.245 0.318 0.495 U
DWM-64 0.594 0.255 0.339 0.474 U
DWM-65 0.625 0.270 0.355 0.446 U

DWM-66

0.05 0.063 0.031 0.005 0.122

0.250 0.078 0.173 0.686 U
DWM-67 0.281 0.085 0.196 0.612 U
DWM-68 0.313 0.093 0.221 0.553 U
DWM-69 0.344 0.103 0.242 0.490 U
DWM-70 0.375 0.110 0.265 0.451 U
DWM-71 0.406 0.118 0.289 0.418 U
DWM-72 0.438 0.125 0.313 0.390 U
DWM-73 0.469 0.135 0.334 0.357 U
DWM-74 0.500 0.143 0.358 0.336 U
DWM-75 0.531 0.150 0.381 0.318 U
DWM-76 0.563 0.160 0.403 0.296 U
DWM-77 0.594 0.165 0.429 0.286 U
DWM-78 0.625 0.175 0.450 0.268 U

DWM-79

0.0375 0.047 0.016 0.007 0.419

0.250 0.168 0.082 5.037 U
DWM-80 0.281 0.189 0.092 4.407 U
DWM-81 0.313 0.210 0.103 3.918 U
DWM-82 0.344 0.228 0.117 3.586 U
DWM-83 0.375 0.249 0.127 3.255 U
DWM-84 0.406 0.266 0.140 3.022 U
DWM-85 0.438 0.287 0.151 2.784 U
DWM-86 0.469 0.308 0.161 2.580 U
DWM-87 0.500 0.329 0.171 2.404 U
DWM-88 0.531 0.347 0.185 2.275 U
DWM-89 0.563 0.368 0.196 2.137 U
DWM-90 0.594 0.389 0.206 2.015 U
DWM-91 0.625 0.406 0.219 1.923 U

DWM-92

0.05 0.063 0.313 0.007 0.318

0.250 0.126 0.124 2.517 U
DWM-93 0.281 0.137 0.145 2.288 U
DWM-94 0.313 0.151 0.163 2.040 U
DWM-95 0.344 0.168 0.176 1.798 U
DWM-96 0.375 0.182 0.193 1.641 U
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Please inquire if you need a size not listed above.

WIRE  
DIAMETER

APPROX. 
LOAD AT 
SOLID HT.

FREE    
LENGTH

SOLID HT.
TOTAL  

DEFLECTION
SPRING    

RATE
FREE    

LENGTH
SOLID HT.

TOTAL  
DEFLECTION

SPRING    
RATE

PRICE    
GROUP

IN. IN. IN. IN. LB. IN. IN. IN. LB./IN.

DWM-97

0.05 0.063 0.313 0.007 0.318

0.406 0.196 0.210 1.510 U
DWM-98 0.438 0.210 0.228 1.398 U
DWM-99 0.469 0.224 0.245 1.302 U

DWM-100 0.500 0.238 0.262 1.218 U
DWM-101 0.531 0.252 0.279 1.144 U
DWM-102 0.563 0.266 0.297 1.079 U
DWM-103 0.594 0.280 0.314 1.020 U
DWM-104 0.625 0.294 0.331 0.968 U

DWM-105

0.0625 0.078 0.037 0.007 0.250

0.250 0.098 0.152 1.596 U
DWM-106 0.281 0.109 0.173 1.404 U
DWM-107 0.313 0.119 0.194 1.254 U
DWM-108 0.344 0.130 0.215 1.133 U
DWM-109 0.375 0.140 0.235 1.033 U
DWM-110 0.406 0.151 0.256 0.949 U
DWM-111 0.438 0.161 0.277 0.878 U
DWM-112 0.469 0.172 0.298 0.817 U
DWM-113 0.500 0.182 0.318 0.763 U
DWM-114 0.531 0.193 0.339 0.717 U
DWM-115 0.563 0.203 0.360 0.675 U
DWM-116 0.594 0.214 0.381 0.638 U
DWM-117 0.625 0.224 0.401 0.605 U

www.stainlesssteel.com.mk



STOCK PRECISION SPRINGS
316 Stainless Steel
Ends Squared and Ground 
(See Below)

FREE LENGTH O.D.

P
R

E
C

IS
IO

N
 

S
P

R
IN

G
S

6

Wire size below .031 squared and not ground.  Wire size .031 and above, squared with ground ends.  Please inquire if you need a size not listed above.

DIAMOND WIRE 
SPRING STOCK NO.

OUTSIDE 
DIAMETER

TO WORK  
IN HOLE  

DIA.

TO WORK 
OVER ROD 

DIA.

WIRE  
DIAMETER

APPROX. 
LOAD AT 
SOLID HT.

FREE    
LENGTH

SOLID HT.
TOTAL 

DEFLECTION
SPRING    

RATE
PRICE    

GROUP

IN. IN. IN. IN. LB. IN. IN. IN. LB./IN.

DWP-1

0.047 0.062 0.026 0.008

0.654 0.079 0.051 0.028 23.350 E
DWP-2 0.579 0.106 0.067 0.039 14.840 E
DWP-3 0.609 0.154 0.091 0.063 9.660 E
DWP-4 0.623 0.217 0.122 0.095 6.560 E
DWP-5 0.604 0.307 0.169 0.138 4.380 E

DWP-6

0.055 0.070 0.034 0.008

0.538 0.091 0.051 0.040 13.460 E
DWP-7 0.508 0.126 0.067 0.059 8.610 E
DWP-8 0.497 0.181 0.091 0.090 5.520 E
DWP-9 0.511 0.256 0.122 0.134 3.810 E
DWP-10 0.506 0.366 0.169 0.197 2.570 E

DWP-11

0.057 0.062 0.026 0.006

0.241 0.120 0.044 0.076 3.170 E
DWP-12 0.238 0.190 0.060 0.130 1.830 E
DWP-13 0.233 0.250 0.075 0.175 1.330 E
DWP-14 0.240 0.310 0.088 0.222 1.080 E
DWP-15 0.258 0.380 0.100 0.280 0.920 E
DWP-16 0.242 0.440 0.118 0.322 0.750 E
DWP-17 0.248 0.500 0.130 0.370 0.670 E
DWP-18 0.289 0.560 0.129 0.431 0.670 E
DWP-19 0.277 0.620 0.142 0.478 0.580 E

DWP-20

0.057 0.062 0.026 0.007

0.391 0.120 0.053 0.067 5.830 E
DWP-21 0.386 0.190 0.074 0.116 3.330 E
DWP-22 0.415 0.250 0.089 0.161 2.580 E
DWP-23 0.404 0.310 0.108 0.202 2.000 E
DWP-24 0.395 0.380 0.130 0.250 1.580 E
DWP-25 0.422 0.440 0.143 0.297 1.420 E
DWP-26 0.428 0.500 0.158 0.342 1.250 E
DWP-27 0.411 0.560 0.179 0.381 1.080 E
DWP-28 0.432 0.620 0.188 0.432 1.000 E

DWP-29

0.057 0.062 0.026 0.008

0.614 0.120 0.061 0.059 10.410 E
DWP-30 0.624 0.190 0.086 0.104 6.000 E
DWP-31 0.635 0.250 0.106 0.144 4.410 E
DWP-32 0.641 0.310 0.127 0.183 3.500 E
DWP-33 0.651 0.380 0.150 0.230 2.830 E
DWP-34 0.649 0.440 0.172 0.268 2.420 E
DWP-35 0.634 0.500 0.195 0.305 2.080 E
DWP-36 0.628 0.560 0.217 0.343 1.830 E
DWP-37 0.661 0.620 0.224 0.396 1.670 E

DWP-38

0.057 0.062 0.026 0.010

0.992 0.094 0.064 0.030 33.060 E
DWP-39 0.967 0.130 0.084 0.046 21.020 E
DWP-40 0.979 0.185 0.113 0.072 13.600 E
DWP-41 0.988 0.260 0.153 0.107 9.230 E
DWP-42 0.992 0.370 0.212 0.158 6.280 E

DWP-43

0.063 0.078  0.044  0.007  

0.356 0.125 0.047 0.078 4.560 E
DWP-44 0.355 0.188 0.063 0.125 2.840 E
DWP-45 0.354 0.250 0.079 0.171 2.070 E
DWP-46 0.353 0.313 0.095 0.218 1.620 E
DWP-47 0.355 0.375 0.110 0.265 1.340 E
DWP-48 0.353 0.438 0.126 0.312 1.130 E
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Wire size below .031 squared and not ground.  Wire size .031 and above, squared with ground ends.  Please inquire if you need a size not listed above.

DIAMOND WIRE 
SPRING STOCK NO.

OUTSIDE 
DIAMETER

TO WORK  
IN HOLE  

DIA.

TO WORK 
OVER ROD 

DIA.

WIRE  
DIAMETER

APPROX. 
LOAD AT 
SOLID HT.

FREE    
LENGTH

SOLID HT.
TOTAL 

DEFLECTION
SPRING    

RATE
PRICE    

GROUP

IN. IN. IN. IN. LB. IN. IN. IN. LB./IN.

DWP-49
0.063 0.078 0.044 0.007 

0.354 0.500 0.142 0.358 0.990 E
DWP-50 0.352 0.563 0.158 0.405 0.870 E
DWP-51 0.353 0.625 0.173 0.452 0.780 E

DWP-52

0.063 0.078  0.042  0.008  

0.711 0.125 0.051 0.074 9.610 E
DWP-53 0.716 0.188 0.067 0.121 5.920 E
DWP-54 0.716 0.250 0.083 0.167 4.290 E
DWP-55 0.716 0.313 0.100 0.213 3.360 E
DWP-56 0.715 0.375 0.116 0.259 2.760 E
DWP-57 0.716 0.438 0.132 0.306 2.340 E
DWP-58 0.718 0.500 0.148 0.352 2.040 E
DWP-59 0.716 0.563 0.165 0.398 1.800 E
DWP-60 0.715 0.625 0.181 0.444 1.610 E

DWP-61

0.063 0.078  0.044  0.009  

0.778 0.125 0.064 0.061 12.760 E
DWP-62 0.784 0.188 0.087 0.101 7.760 E
DWP-63 0.778 0.250 0.111 0.139 5.600 E
DWP-64 0.782 0.313 0.134 0.179 4.370 E
DWP-65 0.783 0.375 0.157 0.218 3.590 E
DWP-66 0.781 0.438 0.181 0.257 3.040 E
DWP-67 0.781 0.500 0.204 0.296 2.640 E
DWP-68 0.781 0.563 0.228 0.335 2.330 E
DWP-69 0.782 0.625 0.251 0.374 2.090 E

DWP-70

0.063 0.078  0.044  0.010  

1.098 0.125 0.071 0.054 20.340 E
DWP-71 1.088 0.188 0.099 0.089 12.230 E
DWP-72 1.089 0.250 0.126 0.124 8.780 E
DWP-73 1.091 0.313 0.153 0.160 6.820 E
DWP-74 1.092 0.375 0.180 0.195 5.600 E
DWP-75 1.093 0.438 0.207 0.231 4.730 E
DWP-76 1.093 0.500 0.234 0.266 4.110 E
DWP-77 1.090 0.563 0.262 0.301 3.620 E
DWP-78 1.089 0.625 0.289 0.336 3.240 E

DWP-79

0.071 0.086 0.050 0.008

0.383 0.118 0.051 0.067 5.710 E
DWP-80 0.388 0.173 0.067 0.106 3.660 E
DWP-81 0.375 0.252 0.091 0.161 2.330 E
DWP-82 0.389 0.362 0.122 0.240 1.620 E
DWP-83 0.387 0.524 0.169 0.355 1.090 E

DWP-84

0.073 0.088 0.048 0.010

0.753 0.118 0.064 0.054 13.940 E
DWP-85 0.752 0.169 0.084 0.085 8.850 E
DWP-86 0.748 0.244 0.113 0.131 5.710 E
DWP-87 0.751 0.343 0.153 0.190 3.950 E
DWP-88 0.734 0.492 0.212 0.280 2.620 E

DWP-89

0.076 0.091 0.045 0.013

1.496 0.122 0.082 0.040 37.390 E
DWP-90 1.569 0.173 0.107 0.066 23.780 E
DWP-91 1.587 0.248 0.145 0.103 15.410 E
DWP-92 1.548 0.343 0.195 0.148 10.460 E
DWP-93 1.567 0.492 0.271 0.221 7.090 E

DWP-94
0.087 0.102 0.066 0.008

0.307 0.157 0.051 0.106 2.900 E
DWP-95 0.299 0.232 0.067 0.165 1.810 E
DWP-96 0.300 0.343 0.091 0.252 1.190 E

www.stainlesssteel.com.mk



STOCK PRECISION SPRINGS
316 Stainless Steel
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Wire size below .031 squared and not ground.  Wire size .031 and above, squared with ground ends.  Please inquire if you need a size not listed above.

DIAMOND WIRE 
SPRING STOCK NO.

OUTSIDE 
DIAMETER

TO WORK  
IN HOLE  

DIA.

TO WORK 
OVER ROD 

DIA.

WIRE  
DIAMETER

APPROX. 
LOAD AT 
SOLID HT.

FREE    
LENGTH

SOLID HT.
TOTAL 

DEFLECTION
SPRING    

RATE
PRICE    

GROUP

IN. IN. IN. IN. LB. IN. IN. IN. LB./IN.

DWP-97
0.087 0.102 0.066 0.008

0.322 0.496 0.122 0.374 0.860 E
DWP-98 0.314 0.720 0.169 0.551 0.570 E

DWP-99

0.088 0.103 0.026 0.008

0.404 0.120 0.043 0.077 5.250 E
DWP-100 0.394 0.190 0.055 0.135 2.920 E
DWP-101 0.404 0.250 0.064 0.186 2.170 E
DWP-102 0.415 0.310 0.073 0.237 1.750 E
DWP-103 0.420 0.380 0.084 0.296 1.420 E
DWP-104 0.435 0.440 0.092 0.348 1.250 E
DWP-105 0.431 0.500 0.101 0.399 1.080 E
DWP-106 0.409 0.560 0.115 0.445 0.920 E
DWP-107 0.416 0.620 0.119 0.501 0.830 E

DWP-108

0.088 0.103 0.066 0.010

0.615 0.120 0.060 0.060 10.250 E
DWP-109 0.617 0.190 0.081 0.109 5.660 E
DWP-110 0.634 0.250 0.098 0.152 4.170 E
DWP-111 0.609 0.310 0.118 0.192 3.170 E
DWP-112 0.688 0.380 0.130 0.250 2.750 E
DWP-113 0.683 0.440 0.147 0.293 2.330 E
DWP-114 0.630 0.500 0.172 0.328 1.920 E
DWP-115 0.656 0.560 0.185 0.375 1.750 E
DWP-116 0.662 0.620 0.201 0.419 1.580 E
DWP-117 0.677 0.690 0.213 0.477 1.420 E
DWP-118 0.694 0.750 0.228 0.522 1.330 E

DWP-119

0.088 0.103 0.066 0.012

0.922 0.120 0.075 0.045 20.490 E
DWP-120 1.087 0.190 0.100 0.090 12.080 E
DWP-121 1.111 0.250 0.123 0.127 8.750 E
DWP-122 1.079 0.310 0.148 0.162 6.660 E
DWP-123 1.125 0.380 0.172 0.208 5.410 E
DWP-124 1.183 0.440 0.191 0.249 4.750 E
DWP-125 1.163 0.500 0.215 0.285 4.080 E
DWP-126 1.193 0.560 0.235 0.325 3.670 E
DWP-127 1.125 0.620 0.265 0.355 3.170 E
DWP-128 1.238 0.690 0.266 0.424 2.920 E
DWP-129 1.220 0.750 0.293 0.457 2.670 E

DWP-130

0.091 0.106 0.060 0.013

1.224 0.146 0.082 0.064 19.130 E
DWP-131 1.246 0.209 0.107 0.102 12.220 E
DWP-132 1.245 0.303 0.145 0.158 7.880 E
DWP-133 1.257 0.429 0.195 0.234 5.370 E
DWP-134 1.252 0.614 0.271 0.343 3.650 E

DWP-135

0.094 0.109  0.068  0.010  

0.726 0.125 0.052 0.073 9.950 E
DWP-136 0.724 0.188 0.067 0.121 5.980 E
DWP-137 0.725 0.250 0.081 0.169 4.290 E
DWP-138 0.735 0.313 0.095 0.218 3.370 E
DWP-139 0.745 0.375 0.108 0.267 2.790 E
DWP-140 0.754 0.438 0.121 0.317 2.380 E
DWP-141 0.761 0.500 0.134 0.366 2.080 E
DWP-142 0.764 0.563 0.148 0.415 1.840 E
DWP-143 0.759 0.625 0.162 0.463 1.640 E
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STOCK PRECISION SPRINGS
316 Stainless Steel
Ends Squared and Ground 
(See Below)

FREE LENGTH O.D.
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Wire size below .031 squared and not ground.  Wire size .031 and above, squared with ground ends.  Please inquire if you need a size not listed above.

DIAMOND WIRE 
SPRING STOCK NO.

OUTSIDE 
DIAMETER

TO WORK  
IN HOLE  

DIA.

TO WORK 
OVER ROD 

DIA.

WIRE  
DIAMETER

APPROX. 
LOAD AT 
SOLID HT.

FREE    
LENGTH

SOLID HT.
TOTAL 

DEFLECTION
SPRING    

RATE
PRICE    

GROUP

IN. IN. IN. IN. LB. IN. IN. IN. LB./IN.

DWP-144
0.094 0.109  0.065  0.012  

1.285 0.125 0.064 0.061 21.060 E
DWP-145 1.282 0.188 0.084 0.104 12.330 E

DWP-146

0.094 0.109 0.057 0.016

1.595 0.138 0.102 0.036 44.310 E
DWP-147 1.763 0.197 0.134 0.063 27.980 E
DWP-148 1.730 0.276 0.181 0.095 18.210 E
DWP-149 1.859 0.394 0.244 0.150 12.390 E
DWP-150 1.779 0.551 0.339 0.212 8.390 E

DWP-151

0.102 0.109  0.078  0.010  

0.578 0.250 0.080 0.170 3.400 E
DWP-152 0.591 0.313 0.094 0.219 2.700 E
DWP-153 0.590 0.375 0.107 0.268 2.200 E
DWP-154 0.571 0.438 0.121 0.317 1.800 E
DWP-155 0.584 0.500 0.135 0.365 1.600 E
DWP-156 0.580 0.563 0.149 0.414 1.400 E
DWP-157 0.554 0.625 0.163 0.462 1.200 E
DWP-158 0.560 0.750 0.190 0.560 1.000 E
DWP-159 0.591 0.875 0.218 0.657 0.900 E
DWP-160 0.528 1.000 0.246 0.754 0.700 E

DWP-161

0.102 0.109  0.076  0.011  

0.823 0.250 0.088 0.162 5.080 E
DWP-162 0.819 0.313 0.104 0.209 3.920 E
DWP-163 0.832 0.375 0.119 0.256 3.250 E
DWP-164 0.833 0.438 0.135 0.303 2.750 E
DWP-165 0.816 0.500 0.150 0.350 2.330 E
DWP-166 0.826 0.563 0.166 0.397 2.080 E
DWP-167 0.811 0.625 0.182 0.443 1.830 E
DWP-168 0.806 0.750 0.213 0.537 1.500 E
DWP-169 0.839 0.875 0.244 0.631 1.330 E
DWP-170 0.848 1.000 0.275 0.725 1.170 E

DWP-171

0.102 0.109  0.074  0.012  

1.058 0.250 0.101 0.149 7.100 E
DWP-172 1.013 0.313 0.120 0.193 5.250 E
DWP-173 1.015 0.375 0.139 0.236 4.300 E
DWP-174 1.036 0.438 0.158 0.280 3.700 E
DWP-175 1.037 0.500 0.176 0.324 3.200 E
DWP-176 0.994 0.563 0.195 0.368 2.700 E
DWP-177 1.028 0.625 0.214 0.411 2.500 E
DWP-178 1.048 0.750 0.251 0.499 2.100 E
DWP-179 0.996 0.875 0.289 0.586 1.700 E
DWP-180 1.011 1.000 0.326 0.674 1.500 E

DWP-181

0.106 0.121 0.085 0.008

0.240 0.213 0.051 0.162 1.480 E
DWP-182 0.248 0.323 0.067 0.256 0.970 E
DWP-183 0.250 0.488 0.091 0.397 0.630 E
DWP-184 0.233 0.705 0.122 0.583 0.400 E
DWP-185 0.250 1.031 0.169 0.862 0.290 E

DWP-186

0.106 0.110 0.079 0.011

0.753 0.157 0.047 0.110 6.844 E
DWP-187 0.776 0.630 0.189 0.441 1.760 E
DWP-188 0.754 0.787 0.236 0.551 1.369 E
DWP-189 0.779 0.984 0.276 0.708 1.100 E
DWP-190 0.780 1.260 0.374 0.886 0.880 E
DWP-191 0.754 1.575 0.472 1.103 0.684 E
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